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Brief introduction

Established in 1989, Weidouli Special Valves(WSV) has deve-
loped into a provincial high-tech enterprise which intergrates
with research, design, manufacture,sales and service. The factory
has 158 workers including 26 technicians, 100 sets production
equipments.

Up to now, the company has gained the ISO9001, ISO14001,
OHSAS18001, API6D etc. International certificates.

WSV valves is a Chinese leading company specilized in producing
special material valves. The main products are titanium & titanium
alloy series valves, nickel & nickel alloy series valves (hastelloy,
monel, inconel, incoloy), zirconium series valves and duplex steel
series valves etc. The product diameterrange is 3/8 " ~48 "
(DN6~1200mm), pressure rating is 150Lb-2500Lb(1.0MPa~42.0MPa).
Our valves are delivered worldwide to the (petro-) chemical industry,
pharmaceutical industry, oil production, offshore and onshore, oil
refineries, gas storage, power generation and other industrial processes.

Holding “ cooperate sincerely, create win-win” as our guide-
line, we look forward to cooperating with friends and clients from
all over the world for mutual development.
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Solution for Anti-corrosive Valve

WSV, famous for its excellent design,high quality and good service, specializes
in producing special alloy valve.

Valves are delivered worldwide to the petro-chemical industry ,oil and gas production,
offshore and on shore pharmaceutical industry power generation and other industrial processes

Titanium, Zirconium, Nickel,
Hastelloy, Inconel,Incoloy, Monel,

904L, Alloy20, Duplex steel and other corrosion resistant alloys.

Petro-Chemical Offshore Qil&Gas FPSOI/FSO
Utilities Seawater Injection Fire Fighting
Potable Water Oil/Water Separation Ballast System
PTA Process Fire Fighting Cooling System
Acetic Acid Process Cooling System Oil/Water Separation

Ballast System Sea Chests

Http://www.wsv-valve.com
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Continuous Development _
((

Ongoing investment in advanced CNC machine o

facilities, computerised systems and the latest material

technology always enables WSV valves to anticipate

and meet the needs of it served industries.

Looking ahead, WSV valves will provide

first-class valve solutions to meet
customers' requirement.

LNG Power Generation Naval Marine
Fire Water Ring Main Power Generation HVAC
Cooling System Sea Water Inlets Ballast System
Ballast Water Treatment Cooling System gh"le\; V!ater
Utilities Desalination rey Water
Desulfurize Black Water
Utilities Fuel System
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Ultrasonic non-destructive
inspection

Enter inspection Wall thickness test Supersonic spray Boring machine machining
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WSV valves functional quality management
system complies with ISO 9001 and APl 6D
requirements to ensure production process
maintain international safety and quality
standard.

WSV valves complete production process
from start to finish: design, manufacture,test
and sale, products are tested rigorously and
certified for quality assurance, is carried out
with safe highest quality and to be one of global
best corrosion resistant valve manufacturer

in mind.

lSiotllng machine machining 52‘::2:3 geroducts

Assembly

1 Parts warehouse
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SPECIAL ALLOY MATERIAL SERIES

Material Group rorgings Castings Bars
Spec.No.Grade Spec.No.Grade Spec.No.Grade
Titanium
> Titanium Gr2 B381 GrF2 B367 GrC2 B348 Gr2
% Titanium Gr3 B381GrF3 B367 GrC3 B348 Gr 3
E Titanium alloy
= Titanium Grs B381 GrF5 B367 GrC5 B348Gr5
E Titanium Gré B381 GrFs8 B367 GrC6 B34BGr6
= Titanium Gr12 B381GrF12 B367 GrC12 B348 Gr12
Titanium Pd7B B381GrF7 B367 Pd7B B348Gr7
Ni
Nickel200 B160 N02200 A494 CZ100 B160 N02200
Nickel201 B160 N02201 B160 N02201
Ni-alloy
> Monel 400 B564 N04400 A494 M35-1/M35-C B164 N04400
% Monel K500 B865 N05500 B865 N05500
@ Inconel 600 B564 N0B600 A494 CY40 B166 N06600
E Inconel 625 B564 N06625 A494 CWBMC B446 N06625
< Incoloy 800 B564 N08800 A351CT15C B408 N08800
% Incoloy 825 B564 N08825 A494 CUSMCuC B425 N08825
z Hastelloy B B335 N10001 A494 N12ZMV B335 N10001
Hastelloy B-2 B462 N10665 A494 NTM B335 N10665
Hastelloy C276 B574 N10276 A494 CW12MW/ CWEM B574 N10276
Hastelloy C-22 B574 N0B022 A494 CXZMW B574 N06022
Hastelloy C-4 B574 N0OB455 A494 CW2M B574 N0B455
Hastelloy G B462 N0B007 B581 N0B007
Hastelloy G30 B462 N0OB030 B581 N06030
Zirconlum702 B493 R60702 B752702C B550 R60702
Zirconium
Zirconium705 B493 R60705 B752 705C B550 R60705
Duplex stainless steel
Duplex $31803 A182 F51(2205) A995 4A(CD3MN) A276 531803
Super-Duplex 32750 A182 F53(2507) A995 SA(CE3MN) A276 S32750
Super-Duplex 32760 A182 F55 A995 BA(CD3MWCuN) A276 S32760
Super austenitic stainless steel
904L A182 F904L B649 N0OB094
254SMO A182 F44 A351 CK3MGuN A276 531254
AL-8XN B462 N0B367 A351 CN3MN B688 N08367
gn austenitic stainless steel
% 304 A182 F304 A351CF8 A276 304
3 304L A182 F304L A351CF3 A276 304L
3 316 A182F316 A351 CFaM A276 316
5 316L A182 F316L A351 CF3M A276 316L
— 316T A182 F316Ti A276 316Ti
317 A182 F317 A351 CGSM A276 317
317L A182 F317L A351CG3M A276 317L
347 A182 F347 A351 CF8C A276 347
310 A182F310 A351CK20 A276 310
3108 A182F3108 A351 CK20 A2763108
Alloy 20 B462 N08020 A351 CNTM B473 N08020
Carbon steel
A105/WCB A105/A105N A216WCB A105

The above materials are applicable to valve shell. Contact WSV for the valve componnnt materials. Trademarkn appeared on the book:

SandvikAB for SAF2205/ SAF2507 SPECIALS METALS for |

1.Monel.|

Avesta for 254SMQ,SUMITOMO for DP3W/NAR
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Material Group Characteristics Typical application
> Titanium
=} Titanium Gr 2 High to i i
— g pitting, JHigh Charminal o
- i . p Joil g and Pulp and paper mills equipment.
'a Titanium Gr 3 to stress 9 hﬁgua and erosion. P pep s
£ Titanium alloy
-E Titanlum Gr §
s Titanlum Gr & Higher strength with (Al Mo, Sn V) . Higher corrosion resistance in Lo
EaEbd Ch p Joil g and Pulp and paper mills equipment.
= Titanium Gr 12 reducitc acid with Pt content. pand pape quip
: Titanium Pd7B
Nickel
Nickel200 Sup resistance to carbon acid solution such as soda calcium Alkall salt and concentrated salt Chemical and oll processes equipm
Nickel201 carbonate. ent.
Ni-alloy
Monel 400 Superior corrosion resistance under reducing environment, and stress| Chemical prc handing alkali chloride and bolled acid, also for
Monel K500 corrosion cracking resistance. oil refining.
> Superlor corrosion resistance to pure water and alkall under oxidizing
2 Inconel 600 and high temperature environment; also resistance to stress Chemical and food pr
-E cracking by Clions.
@ Superior corrosion resistance under oxidizing and high temperature ) | nre 1
g Inconel 625 environment; and superior erosion resistance. = L ing '
o Superior mechanical mmmmnm R e :
= Incoloy 800 with stabilized structure to be used for long duration; also F and izing p
@ resistance under humid environment.
= Superior corrosion resistance to sulfuric acid and phosphoric acid;also
%’ Ingolay 25 resistance to stress corrosion cracking and crevice corrosion. Chemiocal prooseses in genaral,
Hastelloy B Renh‘hneom hydrochioric acid of any concentration up to bolling point, | ¢ Iat handling chlorine, sulfuric acid,
e g mm“f‘fnﬁf‘ as “lm‘r:mapmz“ﬂhmly phmphorlc acid, aostic acid snd hydrogen chioride gas, also for
Hastelloy B-2 m:ﬂﬂ environment. processes handling chioridewith high concentration at high temperature,
Hastelloy C276 Superior resistance under oxidizing envi t, such as wet chlorine gas handling oxidizing acid, formic acid,acetic anhydride and
and chlorine dioxide; also resistance to and chloride such as acetic 3
Hastelloy C-22 i and oy organic smaw. also for chemical processes handling fluoride.
Hastelloy C-4 Higher intergranular corrosion resistance than HastelloyB. Acetic acld, chemical manure, agricultural pesticide processes.
Hastelloy G [T
oy “ﬁ_ r corrosion resistance to mixed acid of phosphoric acid and oxidizing Processes handling sulfuric acld and phosphoric acid.
Hastelloy G30
R Zirconlum702 Hich simance to phive mm' osion resistance. High resistance to | Nuclear cooling processes, chiorhydric acid dilute sulphuric acid and
Zirconium705 cases, excellent for high temperature acids. alkall processes equipment.
Duplex stainless steel
Duplex $31803 wm%gm@mh COMosion | byis and paper mills, chemical p and service.
o Higher stress comosion resistance than austenitic stainless steel, | Salt manufacturing processes, seawater desalination, and seawater
Supsr-Duplex8a2750| MY anckeg service under chioride environment and dilute sulfuric acid, phosphoric
Fighes ieklsiity than fan¥io shahiess ates) s highar aok, piling and acid formic acid acetic acid and urea production under acid environment
Super-Duplex S32760| crevice comosion resistance than CF3M with higher mechanical strength. | gis0 for chemical processes.
Super austenitic stainless steel
204L
The most superior acid and alkall resistance among all austenitic stainless Chemical p for highly d chioride, fiue ges desulfurization,
2545MO steel and superior piting and crevioe corrosion resistance to chioride Solution| o and aikal reactor,salt manufacturing F,”m”“mm
AL-8XN as seawaler,
= Austenitic stainless steel
g 304 Super corrosion resistance to nitric acid phosphoric acid and organic acid.
: 304L Higher intergranular corrosion resist than CF8.
g 316 Higher pitting corrosion resistance than CF8. Pulp and paper mills, chemical processes,and seawater service.
-] 316L Higher intergr: corrosion resist than CFBM.
g 3167 Higher interg corrosion r than CF3M with T.
-
17
= :1 =g Higher pitting and crevice corrosion resistance than CF8. Power generation, seawater service and oll pipeline.
347 ::::n;rblntergranular corrosion resistance than CF8M,carbide stablized Pulp and paper mills, chemical processes,and seawater service.
310
Sulfurous acld and dilute sulphuric acid with Higher Cr Ni content. Chemical processes.
3108
Alloy 20 Superlor corrosion resistance to nitric acld of any concentration at 60°C| Chemical handing acetic acid alkall,dilute hydrochloricacid, dilute
and lower, and to heated dilute oxide. hydmﬂuulcadd dilute sulphuric acid and phosphoric acid, also for oll refining.
Carbon steel
A105/WCB For water, oll, steam and non-corrosive media. Ofl and nature gas equipment.
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BALL VALVES

Design standard: API, ASME, EN. I1SO, JIS, DIN. BS, GB

Connecting type: Flanged, Wafer, SW, BW, Thread type, etc.

Pressure rating: Class150 Lb~2500 Lb, 1.0 MPa~42.0 MPa, JIS10K~40K
Size range: NPS3/8 " ~32" , DN8~DN800

Operation: Handle, Gear, Electric, Pneumatic operated.

Design Feature:

» 1pc-2pc-3pc * Duble Jam and release structure

» Stem, Seat grease feeding system » Blow-out proof stem

* Full bore /reduced bore « 150 5211 mounting pad

» Cavity pressure automatic relief structure  « Anti - leakage design packing & packing box
» Fire-safe design,Anti-static device « Optional locking device

Alloy 20 ball valve C4 ball valve Duplex steel ball valve Duplex steel metal seal ball valve

@
\
Pure nickel ball valve Hastelloy ball valve Monel ball valve Inconel ball valve
m
Titanium metal seal type ball valve Titanium ball valve Titanium steam jacket ball valve Zirconium ball valve

*

Pneumatic V-Regulating ball valve  Titanium pneumatic type ball valve Titanium electric type three-way Titanium trunnion ball valve
ball valve
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Hastelloy gate valve

Gate valve

Titanium knife type gate valve
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GATE VALVES

Design standard: APl, ASME, EN, ISO, JIS, DIN, BS, GB
Connecting type: Flanged, SW. BW, Thread type, etc.
Pressure rating: Class150 Lb~2500 Lb, PN1.0 MPa—~42.0 MPa, JIS10K~40K

Sizerange: NPS1/2" ~30" , DN15~DN750

Operation: Hand wheel, Gear, Electric, Pneumatic operated.

Inconel gate valve

Design Feature:

Flexible /solid wedged disce
Full bore/ reduced bore *
Bolted bonnet /welded bonnet *
Renewable seat/ integral seat «

Alloy 20 gate valve

Titanium gate valve

Titanium steam jacket gate valve

Http://www.wsv-valve.com
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GLOBE VALVES

Design standard: APl. ASME, EN, 1SO, JIS, DIN, BS, GB

Connecting type: Flanged, SW, BW, Thread type, etc.

Pressure rating: Class150 Lb~2500Lb, PN1.0 MPa~42.0 MPa, JIS10K~40K
Size range: NPS1/2" ~16" , DN15~DN400

Operation: Hand wheel, Gear, Electric, Pneumatic operated.

Design Feature:

» Full bore/ reduced bore

* Bolted bonnet /welded bonnet
« Renewable seat/ integral seat
* Conical surface /flat surface

Hastelloy needle valve Hastelloy globe valve Titanium globe valve

Titanium globe valve Pure nickel globe valve Pure nickel globe control valve

Titanium big size globe valve Zirconium globe valve Zirconium globe control valve
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CHECK VALVES

Design standard: APl, ASME, EN, I1SO, JIS, DIN, BS, GB

Connecting type: Flanged, Wafer, SW, BW, Thread type, efc.

Pressure rating: Class150 Lb~2500 Lb, PN1.0 MPa~42.0 MPa, JIS10K~40K
Size range: NPS1/2" ~20" , DN15~DN500

Design Feature:

Lift / Swing / Double disc types

Full bore /reduced boree
Bolted bonnet/ welded bonnete
Renewable seat /integral seate

Hastelloy check valve Titanium butterfly type check valve

W@

Titanium vertical check valve Pure nickel vertical check valve Monel check valve

- ;*

.:_h _

Titanium check valve Titanium check valve Stainless steel check valve
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